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Biscuit dowel Biscuit Wood 

Features
■   Biscuit dowels made of beech 

wood for strong frame, carcass, 
and surface joints

■   Chamfered, fi bre-free edges 
ensure smooth insertion

■   Raised guide strips for a perfect fi t

■   Recessed, embossed glue surfaces 
for optimal adhesive distribution 
and swelling eff ect

■   Available in 3 sizes

■   For a groove width of 4 mm

Item No. Type Content
dowel

Content
screw Drill Ø ApprovalDowel

Ø
Dowel
length

Screw
sizePack

d0

Biscuit wood per pack per pack

015 260 201 P0 60x -

015 260 241 P10 60x -

015 260 281 P20 60x -

mm mm ø mm

- - -

- - -

- - -

d0
ø mm ETA 

- -

- -

- -

hef

Biscuit wood per pack per pack

094 900 200

P0 40x -

P10 40x -

P20 20x -

mm mm ø mm

- - -

- - -

- - -

d0
ø mm ETA 

- -

- -

- -

Biscuit wood XL per pack per pack

015 600 201 P0 250x -

015 600 241 P10 250x -

015 600 281 P20 250x -

mm mm ø mm

- - -

- - -

- - -

d0
ø mm ETA 

- -

- -

- -
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Building materials 
& Holding values

Description & Area of Application

Processing & Installation

■  �Quick and easy application

■  �Available in sizes P0, P10 and P20

■  �For joining all types of solid wood and wood-based 
materials, especially suitable for carcass and corner 
frame joints

■  �High quality thanks to optimum glue distribution  
and dimensional stability

■  �Fit accuracy: The biscuits fit snugly into the groove 
without falling out

■  �Reliable, high-quality connection of wooden 
components

■  �Rout the slot

■  �Apply white glue to the joint and insert the biscuit

■  �Mount the counterpart

1. Rout the slot

2. Apply glue to the joint

3. Insert & drive in dowel

4. Mount the counterpart

Result
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015 260 201 Biscuit wood P0

015 260 241 Biscuit wood P10

015 260 281 Biscuit wood P20

015 600 201 Biscuit wood XL P0

015 600 241 Biscuit wood XL P10

015 600 281 Biscuit wood XL P20

094 900 200 Miniset Biscuit wood

Item No. Item EAN code

Biscuit dowel Biscuit Wood


