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 Individual installation options

 Simple adjustment

 Can be used in wood without 
plugs

Hanger bolt Boltix

Features

Item No. Type Content
Plug

Content 
Screw Hanger bolt Screw

drive ApprovalPlug Ø Thread
lengthPack

d2

l2l1

d1

Boltix per pack per pack

095 101 51 M8x50 - 100x

095 101 52 M8x60 - 100x

095 101 53 M8x80 - 100x

095 101 54 M8x100 - 100x

095 101 55 M8x120 - 100x

mm mm

- -

- -

10* -

10* -

10* -

d1
ø mm

l1
mm

d2
ø mm

l2
mm TX ETA

7 30 M8 20 25 -

7 30 M8 20 25 -

7 40 M8 30 25 -

7 40 M8 40 25 -

7 57 M8 50 25 -

* Use with plug Ø 10 mm
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Description & Area of Application

Processing & Installation

4. Screw in the screw

2. Clean drill hole

Building materials 
& Holding values

2. Clean drill hole

3. Set plug

1. Drilling

	Made of galvanized steel

	Has a wood thread on one side and a metric thread  
with a TX 25 drive on the other side

	 Individual installation of objects

	When used in wood, pre-drill the core Ø of the wood 
thread

	 In combination with all-purpose plug, metal claw wall 
plug for concrete, solid and perforated brick and  
aerated concrete

	Stand-off installation


