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 Extremely high holding values 
for cavities

 Suitable for metric screws

 For board thicknesses from 
9.5-70 mm*

 Tilting mechanism automatically 
adjusts to the optimum angle for 
the load capacity when installed 
on the wall

 No setting tool required

 Simple and quick installation
 *from a board thickness of 50 mm a 

longer screw must be used

Cavity toggle plug Spagat Plus

Features

Pack Item No. Type Content
Plug

Content
Screw

Spagat Plus per pack

036 600 021 M5 2x 2x

036 600 041 M6 2x 2x

036 600 051 M8 2x 2x

Drill Ø
Min.

Cavity
depth

Board 
thickness

Fixture
Thickness ApprovalPlug Ø Drive Screw

Size

mm mm

- PH2 M5x60

- PH3 M6x60

- PH4 M8x60

d0
ø mm ht

dP
mm

tfi x ETA

13 55 9.5-70 ≤ 401 -

13 55 9.5-70 ≤ 401 -

18 55 12.5-70 ≤ 301 -

1 depending on board thickness

ht

d0

tfi xdp
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Building materials 
& Holding values
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Spagat Plus Gypsum plasterboard 
9.5 mm

Gypsum plasterboard 
12.5 mm

Gypsum plasterboard  
2x12.5 mm

Gypsum fibreboard 
12.5 mm

Wood chip /  
plywood board ≥ 10 mm

M5 20 kg 25 kg 50 kg 40 kg 60 kg

M6 20 kg 30 kg 55 kg 45 kg 65 kg

M8 20 kg 30 kg 55 kg 45 kg 65 kg

	For fixings in gypsum plasterboards, the holding value specifications of the board manufacturer must always be observed

	Approved plugs must be used for fixings where safety is of importance (see also www.tox.de/safety+loads)

	Observe minimum cavity depth, board thickness and 
drill Ø

	Observe vertical installation position for wall installation

	Pre-positioned installation

	Put on screw with slight pressure and screw in

Processing & Installation

1. Drilling 5. Screw in the screw

Result behind boards2. Set plug

3. Fasten plug

4. Remove installation aid

	Variable length plastic cavity plug with metal tilting 
wings

	For wall and ceiling installations

	For gypsum plasterboard, gypsum fibreboard and 
chipboard as well as hollow cavity blocks and 
prestressed concrete false ceiling panels

Description & Area of Application


