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114140416060 6 x 60 100 6 60 TX 30  -

114140416070 6 x 70 100 6 70 TX 30  -

114140416080 6 x 80 100 6 80 TX 30  -

114140416090 6 x 90 100 6 90 TX 30  -

1141404160100 6 x 100 100 6 100 TX 30  -

1141404160110 6 x 110 100 6 110 TX 30  -

1141404160120 6 x 120 100 6 120 TX 30  -

1141404160130 6 x 130 100 6 130 TX 30  -

1141404160145 6 x 145 100 6 145 TX 30  -

1141404160160 6 x 160 100 6 160 TX 30  -

Features
  Energy-saving installation thanks to 

milling ribs and cutting notches
 No pre-drilling required
 Millimetre-precise adjustment possible

GAP per packmm mm mm ETA

Adjusting screws 
GAP

1 x incl.TX

Pack Item No. Type D x L Content Ø Length Drive Bit included Approval

Adjusting Screws – Blue Zinc Plated

Features
  Energy-saving installation thanks to 

milling ribs and cutting notches
 No pre-drilling required
 Millimetre-precise adjustment possible

GAP

Underhead ribs
  lock securely into 

the top battens

Cutting notches
  reduce the risk of wood 

splitting
 for fast bite in wood

TX drive
  for optimum force 

transmission

Underhead milling ribs
  accelerate countersinking

Professional quality
  made of high-quality 

zinc-plated steel
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Description & 
Area of Application
The GAP adjusting screw is driven directly 
through the � xture into the substrate

The distance is adjusted to the millimetre 
by turning the screw counterclockwise

Perfectly suited for the precise adjustment 
of wooden substructures on timber 
building materials

Stand-o�  installation, exclusively 
wood-to-wood

Cutting notches

Underh
ead rib

s


