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 Extreme hold in concrete and 
solid brick

 Up to 35 mm attachment 
thickness

 Plug with special mounting for a 
secure hold of the cover caps

 Optimally matched components

Floor-standing WC fi xing Toilet XL Cap

Features

Item No. Type Content

Item No. Type Content

Drill Ø Screw
Min.

Drill hole
depth

Eff ective 
anchorage 

depth

Thickness
Fixing

Drill Ø Screw
Min.

Drill hole
depth

Eff ective 
anchorage 

depth

Thickness
Fixing

Plug Ø Plug
length

Plug Ø Plug
length

Toilet XL Cap per pack

045 101 34

2x

2x (SW 10 / brass)

2x (white)

2x (chrome)

Toilet XL Cap per pack

045 701 341

2x

2x (SW 10 / brass)

2x (white)

2x (chrome)

mm mm

8 80

mm mm

8 80

mm mm

8 80

mm mm

8 80

d0
ø mm mm h1

≥ mm
hef

≥ mm
tfi x

≤ mm

8 6 x 85 90 40 35

d0
ø mm mm h1

≥ mm
hef

≥ mm
tfi x

≤ mm

8 6 x 85 90 40 35

d0
ø mm mm h1

≥ mm
hef

≥ mm
tfi x

≤ mm

8 6 x 85 90 40 35

d0
ø mm mm h1

≥ mm
hef

≥ mm
tfi x

≤ mm

8 6 x 85 90 40 35

Pack

Pack

h1

hef tfi x

d0

Toilet XL Cap

Toilet XL

Toilet XL Cap per pack

045 101 35

2x

2x (SW 10 / brass)

2x (white)

Toilet XL per pack

045 101 39

2x

2x (SW 10 / brass)

2x (white)

Toilet XL per pack

045 701 391

2x

2x (SW 10 / brass)

2x (white)

mm mm

8 80

d0
ø mm mm h1

≥ mm
hef

≥ mm
tfi x

≤ mm

8 6 x 85 90 40 35
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Description & Area of Application

	The plug shaft with flange protects the ceramic object 
from damage during installation and at the same time 
serves as a slot for the cap

	Cover caps supplied for visually attractive installation

Processing & Installation

1. Drilling

2. Clean drill hole

3. Set plug

4. Screw in the screw

5. Put on cap  
     (for red plug)

Result in concrete

	Works in concrete and solid brick through expansion

Toilet XL Cap:

	Expansion plug with shaft and take-up for large cover 
caps

	Brass screw with SW 10 drive

Toilet XL:

	Expansion plug with shaft and take-up for small cover 
caps

	Brass screw with SW 10 drive

Toilet XL Cap Concrete 
C 20/25

Solid brick 
MZ 12

Vertically perfo-
rated brick ≥ Hlz12 
Bulk density ≥ 1 kg/dm³

Hollow brick  
≥ Hbl2

Aerated concrete 
≥ PB2, PP2

Gypsum 
plasterboard  
2x12.5 mm

Gypsum 
fibreboard 
12.5 mm

8x80 80 kg 70 kg - - - - -

	The anchoring depth of the plug must be observed

	Drilling method and drill hole cleaning must be adapted to the building material

	The recommended loads only apply to installation in the building material, not for installation in joints

	Approved plugs must be used for fixings where safety is of importance (see also www.tox.de/safety+loads)


