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Insulation holder Keeper

 2-part

 Several new lengths for up to 210 
mm insulation

 For insulation wool indoors and 
outdoors

 Quick, simple impact installation

 Resistant to weathering and 
rotting

 No additional spreading element
necessary

 No thermal bridge

Features

Item No. Type Content
Plug

Content 
Screw Drill Ø

Min.
Drill hole

depth

Eff ective 
anchorage 

depth

 Max.
Thickness
Insulation 
material

ApprovalPlug Ø Plug
length

Anchor plate
ØPack

Impact mounting

Keeper per pack per pack

048 100 031 8/100 250x -

048 100 041 8/120 250x -

048 100 051 8/140 250x -

048 100 061 8/160 250x -

048 100 071 8/180 250x -

048 100 081 8/200 250x -

048 100 091 8/220 250x -

048 100 101 8/240 250x -

mm mm dk
Ø mm

8 100 90

8 120 90

8 140 90

8 160 90

8 180 90

8 200 90

8 220 90

8 240 90

d0
Ø mm

h1
≥ mm

hef
 ≥ mm

tfi x
≤ mm ETA 

8 110 30 70 -

8 130 30 90 -

8 150 30 110 -

8 170 30 130 -

8 190 30 150 -

8 210 30 170 -

8 230 30 190 -

8 250 30 210 -

dk

hef tfi x
h1

d0
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	Drill into perforated brick without hammering so 
that the webs are not broken

	Use hammer drilling into concrete and solid brick

	Put the plug pin and anchor plate together

	Drive in plug

	Push-through installation 

Processing & Installation

1. Drilling

2. Clean drill hole

3. Set plug

Result in concrete

Result in perforated brick

	Plug body made of impact-resistant plastic, 
with longitudinal ribs, shaft and plate Ø 90 mm

	Quick and easy

	2-part, up to 75% reduced volume of packaging 
compared with one-part insulation holders

Description & Area of Application

Building materials 
& Holding values

Keeper Concrete
C 20/25

Solid brick 
MZ 12

Vertically-perforated 
brick ≥ Hlz 12  
Bulk density ≥ 1kg/dm³

Hollow Brick 
≥ Hbl2

Aerated concrete 
≥ PP4

Gypsum 
plasterboard 
12.5 mm

Gypsum 
fibreboard 
12.5 mm

Ø 8 mm 2 kg 2 kg 1 kg 1 kg 2 kg - -

	Approved plugs must be used for fixings where safety is of importance (see also www.tox.de/safety+loads)


