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 Surface protection thanks to 
plastic washer with fl ange: surface 
protection fi xing

 Optimally matched components

Washbasin fi xing Oase Backside

Features

Item No. Type Content Drill Ø
Suitable

Board 
thickness

Fixture
Thickness ApprovalPlug Ø Plug

length
Screw

Size

Oase Backside per pack

045 101 07

2x

2x (Ø 65 mm)

4x (34x11x3 / DIN 440)

4x (M10 / DIN 934)

2x

mm mm M

- - M10 x 160

d0
ø mm

dp
≤ mm

tfi x
≤ mm ETA

10 100 40 -

Pack

dp tfi x

d0
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Contents of fixing set: 

	Metric countersunk screw M10x160 with large metal 
washer Ø 65 mm and plastic washer with collar

	Hexagonal nut (SW17) with metal washer 
for M10

	 Installation via rear wall side up to 100 mm wall thickness

	Holding values are wall-dependent

Description & Area of Application

Processing & Installation

1. Drilling

2. Set screw

3. Tighten nut

4. Mount the attachment

Result behind boards

Building materials 
& Holding values

	 Install the countersunk screw with metal washer 
from the back of the wall, then mount the object

	The plastic washer with collar protects the ceramic body 
from damage during installation

	DIN 18183 must be observed when fixing washstands to 
gypsum plasterboard walls, and DIN 4103-2 for gypsum 
wall panels

	Pre-positioned installation


