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 Quick processing with mounting pliers 
  (can also be mounted without)

 For shallow cavity depths
 Plug cap with anti-rotation lock prevents 

rotation in the building material
 Suitable for single and double layer wall panels

Metal cavity plug Acrobat

Features

Item No. Type Content
Plug

Content 
Screw Drill Ø

Min.
Cavity
depth

Board 
thickness

Fixture
Thickness ApprovalPlug Ø Plug

length
Screw

Size DrivePack

ht

d0

tfi x

M

dp

d0 
mm mm mm

8 32 M4 x 39 PH2

8 32 M4 x 39 PH2

8 38 M4 x 45 PH2

8 38 M4 x 45 PH2

10 37 M5 x 45 PH2

10 37 M5 x 45 PH2

10 52 M5 x 58 PH2

10 52 M5 x 58 PH2

10 65 M5 x 71 PH2

12 37 M6 x 45 PH3

12 52 M6 x 58 PH3

12 65 M6 x 71 PH3

Acrobat per
 pack

per
 pack

035 101 021 M4 x 32 50x 50x

035 101 221 M4 x 32 25x 25x

035 101 031 M4 x 38 50x 50x

035 101 231 M4 x 38 25x 25x

035 101 061 M5 x 37 50x 50x

035 101 261 M5 x 37 25x 25x

035 101 071 M5 x 52 50x 50x

035 101 271 M5 x 52 25x 25x

035 101 081 M5 x 65 25x 25x

035 101 111 M6 x 37 25x 25x

035 101 121 M6 x 52 25x 25x

035 101 131 M6 x 65 25x 25x

d0
ø mm

ht
≥ mm

dp
mm

tfi x
≤ mm ETA

8 35 3 - 11 23 -

8 35 3 - 11 23 -

8 35 8 - 16 20 -

8 35 8 - 16 20 -

10 37 6 - 13 21 -

10 37 6 - 13 21 -

10 48 7 - 18 28 -

10 48 7 - 18 28 -

10 51 17 - 32 28 -

12 37 6 - 13 21 -

12 48 7 - 18 28 -

12 51 17 - 32 28 -

Acrobat per 
pack

per 
pack

035 101 171 M8 x 55 25x 25x

035 101 181 M8 x 68 25x 25x

d0
mm mm mm

12 55 M8 x 60 SW13

12 68 M8 x 71 SW13

d0
ø mm

ht
≥ mm

dp
mm

tfi x
≤ mm ETA

12 55 8 - 16 26 -

12 55 17 - 32 27 -

Acrobat per 
pack

per 
pack

035 701 021 M4 x 32 4x 4x

035 701 031 M4 x 38 4x 4x

035 701 061 M5 x 37 4x 4x

035 701 071 M5 x 52 4x 4x

035 701 081 M5 x 65 4x 4x

035 701 111 M6 x 37 4x 4x

035 701 121 M6 x 52 4x 4x

035 701 131 M6 x 65 2x 2x

d0
mm mm mm

8 32 M4 x 39 PH2

8 38 M4 x 45 PH2

10 37 M5 x 45 PH2

10 52 M5 x 58 PH2

10 65 M5 x 71 PH2

12 37 M6 x 45 PH3

12 52 M6 x 58 PH3

12 65 M6 x 71 PH3

d0
ø mm

ht
≥ mm

dp
mm

tfi x
≤ mm ETA

8 35 3 - 11 23 -

8 35 8 - 16 20 -

10 37 6 - 13 21 -

10 48 7 - 18 28 -

10 51 17 - 32 28 -

12 37 6 - 13 21 -

12 48 7 - 18 28 -

12 51 17 - 32 28 -

Acrobat per
 pack

per 
pack

035 701 171 M8 x 55 2x 2x

035 701 181 M8 x 68 2x 2x

d0
mm mm mm

12 55 M8 x 60 SW13

12 68 M8 x 71 SW13

d0
ø mm

ht
≥ mm

dp
mm

tfi x
≤ mm ETA

12 55 8 - 16 26 -

12 55 17 - 32 27 -
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	Galvanised metal cavity plug with plug cap, rotation 
locks and metric screw with hexagonal (SW13) or 
crosshead drive

	When the plug is set, the expansion segments cover a 
large area on the back of the panel

	Fire resistant to DIN 4102 (class A1) 

	The plug is preferably installed with the TOX mounting 
pliers Acrobat Speed Plus, alternatively it can also be 
mounted with cordless and standard screwdriver

	The specified drill Ø must be observed

	The rotation locks can be pressed back into their original 
shape if necessary (e.g. on tiled gypsum plasterboard)

	Observe minimum cavity depth and board thickness

	When drilling into gypsum plasterboards, use a wood or 
metal drill bit

	Pre-positioned installation

   When installing with cordless or standard screwdriver, 
unscrew the screw completely and install it together 
with the attachment

Description & Area of Application

Processing & Installation
1. Drilling

2. Set plug

3. Tighten with mounting pliers

4. Screw in the screw

Result behind boards

	For fixings in gypsum plasterboards, the holding value specifications of the board manufacturer must always be observed

	Approved plugs must be used for fixings where safety is of importance (see also www.tox.de/safety+loads)

Acrobat Gypsum plasterboard 
9.5 mm

Gypsum plasterboard 
12.5 mm

Gypsum plasterboard  
2x12.5 mm

Gypsum fibreboard 
12.5 mm

Wood chip /  
plywood board ≥ 10 mm

M4x32 15 kg - - - 25 kg

M4x38 15 kg 20 kg - 20 kg 25 kg

M5x37 15 kg 20 kg - 30 kg 30 kg

M5x52 15 kg 20 kg - 30 kg 30 kg

M5x65 - - 20 kg - -

M6x37 15 kg 20 kg - 30 kg 30 kg

M6x52 15 kg 20 kg - 30 kg 30 kg

M6x65 - - 35 kg - -

M8x55 15 kg 25 kg - 30 kg 30 kg

M8x68 - - 35 kg - -


